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6.2.1.1.	If not otherwise specified, no measured value deviates unfavorably by more than 20 per cent from the value prescribed in this Regulation.
6.2.1.1.1.	For class C and V passing-beam corresponding to paragraphs 5.2. of this Regulation the conformity of mass-produced lamps shall not be contested if: 
6.2.1.1.1.1.	the maximum unfavorable deviation for the point B50L (or R) and zone III, may be respectively:

B50L (or R):		170 cd equivalent 20 per cent
255 cd equivalent 30 per cent
Zone III:			255 cd equivalent 20 per cent
380 cd equivalent 30 per cent
and no measured value deviates unfavorably by more than 20 per cent from the value prescribed in Table 6 for all others elements (points, segments and zones).
or:
6.2.1.1.1.2.	at one point within a circle of 0.35 degrees radius around points B50L (or R) (with a tolerance of 85 cd), 75R (or L), 50V, 40R, 40L, and in the entire segment 50, the values prescribed in Table 6 are met (the deviation of 20 per cent from the values prescribed does not apply).
6.2.1.1.1.2.1. and if, for the driving beam, HV being situated within the isocandela 0.75 Imax a tolerance of + 20 per cent for maximum values and -20 per cent for minimum values is observed for the photometric values at any measuring point specified in paragraph 5.1. of this Regulation
6.2.1.1.1.3.	If the results of the test described above do not meet the requirements, the alignment of the headlamp may be changed according to the provisions in Annex 5, paragraph 4.1.


