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Amendment for R150, marking

3.3.	Approval marking or Unique Identifier
3.3.1.	General provisions
3.3.1.1.	Every device belonging to an approved type shall comprise a space of sufficient size for the Unique Identifier (UI) as referred to in the 1958 Agreement and other markings as defined in paragraph 3.3.4.3. and 3.3.4.4. or, the approval marking with the additional symbols and other markings as defined in paragraphs 3.3.4.3. to 3.3.4.4.
3.3.2.	Approval marking.
	With regard to the size of the approval marking the value for “a” is defined in table 1. 
Examples of the arrangement of the markings are shown in Annex 21. 
3.3.2.1.	The approval marking shall consist of:
3.3.2.1.1.	The approval mark, i.e. a circle surrounding the letter "E" followed by the distinguishing number of the country which has granted approval.
3.3.2.1.2. 	The four to six-digit sequential number being part of the approval number prescribed in paragraph 3.2.3.2. This sequential number shall be placed close to the approval mark.
3.3.2.1.3. 	The symbols identifying the retro-reflective device prescribed in paragraph 3.2.5..
3.3.2.1.4.	The number of this Regulation followed by the letter 'R' and the two digits indicating the series of amendments in force at the time of issue of the approval.
3.3.3.	Unique Identifier
3.3.3.1.	The approval marking may be replaced by the Unique Identifier (UI), if available. The Unique Identifier mark shall follow the format in the example shown below:
Figure I
Unique identifier
[image: ]
The above Unique Identifier marked on the lamp shows that the type concerned has been approved and that the relevant information on that type approval can be accessed on the UN secure internet database by using 270650 as the Unique Identifier.
[bookmark: _Hlk66199564]3.3.4.	Marking requirements	Comment by Bauckhage, Thomas: REMARK:
After GRE 84, Improvement possible:
Move 3.3.4.1 and 3.3.4.2. to 3.3.5.
Insert here easy provision that the device shall bear the approval marking or UI.
3.3.4.1.	In any case the approval marking, or the Unique Identifier shall be visible when the retro-reflective device is fitted on the vehicle or when a movable part such as the hood or boot lid or a door is opened.
3.3.4.2.	The approval marking or the Unique Identifier shall be placed on an inner or outer part (transparent or not) of the retro-reflective device which cannot be separated from the transparent part of the retro-reflective device.
3.3.4.3.	Devices shall bear the trade name or mark of the applicant.
3.3.4.4.	Devices shall bear,
3.3.4.4.1. 	in case of a retro-reflective device of Class IA, IIIA, IB, IIIB or IVA, the word “TOP” inscribed horizontally on the highest part of the illuminating surface, if such an indication is necessary to determine without ambiguity the angle or angles of rotation prescribed by the manufacturer.
3.3.4.4.2.	in case of Class C, D, E or F 
3.3.4.4.2.1.	the approval marking or the Unique Identifier, and 
3.3.4.4.2.2.	an orientation mark "TOP" on any marking material whose retro-reflective system is not omni-rotational. 
3.3.4.4.2.3. 	These markings shall be positioned on the outside of the marking material at least once:
	(a) on strips in a 0.5 m distance, 
	(b) on areas within 100 x 100 mm2.
3.3.4.4.2. 	in case of Class C, D, E or F, an orientation mark which must be inscribed any marking material whose retro-reflective system is not omni-rotational at least: 	Comment by Bauckhage, Thomas: We improved this paragraph and added a missing part from R150.01 draft (SLR-46-02-Rev.2).
The new paragraphs are now 3.3.4.4.2.
(a) on strips in a 0.5 m distance, 
(b) on areas within 100 x 100 mm2.
3.3.4.4.3. 	in case of Class 1, 2, 3, 4 or 5, on the plates whose retro-reflective system is not omni-rotational, the word "TOP" inscribed horizontally on the part of the plates which is intended to be the highest part of the plate when mounted on the vehicle.
3.3.4.5.	Devices shall bear the symbols identifying the retro-reflective device, marking materials or plates prescribed in Table 1 and the additional symbols.	Comment by Bauckhage, Thomas: Already covered by definition of the “approval marking” and paragraph 3.3.4.1.
3.3.5.	Marking location
3.3.5.1. 	The approval marking or the Unique Identifier and the markings in paragraphs 3.3.4. shall be affixed in an indelible and clearly legible manner on the retroreflective device.
3.3.6.	Grouped, combined or reciprocally incorporated lamps in retroreflective devices.
3.3.6.1.	Where grouped, combined or reciprocally incorporated lamps have been found to comply with the requirements of several UN Regulations, a single approval mark with the four to six-digit sequential number or UI may be affixed. This marking may be located anywhere on the grouped, combined or reciprocally incorporated lamps, provided that:
3.3.6.1.1.	It is visible after their installation.
3.3.6.1.2.	No part of the grouped, combined or reciprocally incorporated lamps that transmits light can be removed without at the same time removing the approval mark with the four to six-digit sequential number or the UI.
[bookmark: _Hlk29546960]3.3.6.2.	The size of the components of a single approval mark shall not be less than the minimum size required for the smallest of the individual marks by the pertinent UN Regulations under which approval has been granted.
3.3.6.3.	Annex 21 gives examples of approval marking arrangements for grouped, combined or reciprocally incorporated lamps with all the additional symbols mentioned above.
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