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R148.01 – Proposal to amend Par. 3.1.2.

3.1.2.	It shall be accompanied by:
3.1.2.1.	drawings, sufficiently detailed to permit identification of the type and, if applicable, of the category of the lamp, showing:
(a)	Geometrically in what position(s) the lamp (and if applicable for  category S3 or S4 stop lamps the rear window) may be mounted on the vehicle;
(b)	The axis of observation to be taken as the axis of reference in the tests (horizontal angle H = 0°, vertical angle V = 0°); and the point to be taken as the centre of reference during the tests;
(c)	The limit of the apparent surface of the function(s);
(d)	The space reservedposition and the arrangement intended for the approval marking according to paragraph 3.3.2. or the “Unique Identifier”;
(e)	In case of replaceable light-emitting diode (LED)source module(s), also the module(s) and the space reserved for the specific identification code(s) of the module(s) on the lamp and on the module(s);	Comment by Bauckhage, Thomas: Text clarified with regard to replaceable light source modules only.	Comment by Davide Puglisi: SLR46: OK
(f)	In the case of an interdependent lamp system, the interdependent lamp or the combination of interdependent lamps that fulfil the relevant requirements.
3.1.2.2.	A brief technical description stating in particular, with the exception of lamps with non-replaceable light sources:
(a)	In the case of lamps with replaceable UN approved light sources, the category or categories of light source(s) prescribed; 
The category or categories of filament light source(s) prescribed; this filament light source category shall be one of those contained in UN Regulation No. 37;
(b)	The category or categories of LED light source(s) prescribed; this LED light source category shall be one of those contained in UN Regulation No. 128;
(bc)	In the case of lamps with replaceable light source modules, Tthe light source module specific identification code;
(c)	The make and type of electronic light source control gear(s) or variable intensity control(s), if any and if not being part of the device;
(d)	In the case where, at the discretion of the applicant, the lamp shall also has to be approved with the LED substitute light source(s) according to UN Regulation No. 128,, the category or categories of light source(s) prescribed this shall be specified in the description;
(e)	In the case of a category  S3 or S4 stop lamp, which device is intended to be mounted inside the vehicle, the technical description shall contain the specification of the optical properties (transmission, colour, inclination, etc.) of the rear window(s).

