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	(e) If rated engine speed is exceeded in a gear ratio before the vehicle passes BB' the next higher gear shall be used. If the next higher gear results in an acceleration below aurban, the vehicle test speed, vtest, shall be reduced by 2.5 km/h and the gear ratio selection shall proceed as specified by the options given in this paragraph. In no case shall the vehicle test speed be reduced below 40 km/h. In this case, a gear ratio is allowed even if awot test does not exceed aurban.
	(d) If rated engine speed is exceeded in a gear ratio i before the vehicle passes BB' the next higher gear i+1 shall be used. If the next higher gear i+1 results in an acceleration below aurban, the vehicle test speed, vtest, in the gear ratio i shall be reduced by 2.5 km/h and the gear ratio selection shall proceed as specified by the options given in this paragraph. In no case shall the vehicle test speed be reduced below 40 km/h. If the rated engine speed is exceeded in gear ratio i before the vehicle passes BB' and the vehicle test speed is equal to 40 km/h, the higher gear ratio i+1 is allowed even if awot test does not exceed aurban. The vehicle test speed in the higher gear ratio i+1 shall be 50 km/h. 
In the case of a vehicle not exempted from ASEP according to paragraph 6.2.3., gear i shall be tested and values reported (Lwot,i, nwot,BB i, vwot,BB i) in order to perform tests of Annex 7.（supplement 3）
	(d) If rated engine speed is exceeded in a gear ratio i before the vehicle passes BB' the next higher gear i+1 shall be used. If the next higher gear i+1 results in an acceleration below aurban, the vehicle test speed, vtest, in the gear ratio i shall be reduced by 2.5 km/h and the gear ratio selection shall proceed as specified by the options given in this paragraph. In no case shall the vehicle test speed be reduced below 40 km/h; If the rated engine speed is exceeded in gear ratio i before the vehicle passes BB' and the vehicle test speed is equal to 40 km/h, the higher gear ratio i+1 is allowed even if awot test does not exceed aurban; The vehicle test speed in the higher gear ratio i+1 shall be 50 km/h;
	(d)	If maximum engine speed nMAX is exceeded in a gear i before the vehicle passes BB' the next higher gear i+1 shall be used. If the next higher gear i+1 results in an acceleration below aURBAN, the vehicle test speed, vTEST, in the gear ratio i shall be reduced by 2.5 km/h and the gear ratio selection shall proceed as specified by the options given in this paragraph. In no case shall the vehicle test speed be reduced below 40 km/h.  
If the maximum engine speed nMAX is exceeded in gear ratio i before the vehicle passes BB' and the vehicle test speed is equal to 40 km/h, the higher gear ratio i+1 is allowed even if aACC TEST does not exceed aURBAN. 
The vehicle test speed in the higher gear ratio i+1 shall be 50 km/h.
The maximum engine speed nMAX is given by the formula below:
, but not more than 80% of S.



