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This document prepared by the UTAC experts is a sharing document on the French requirements concerning the charging modes required for each vehicle annex, since 2011

	Annex
	French position applied since 2011 (10R04)

	Annex 4
	All the modes shall be tested as follow: 
1) AC mode 1: if available and generally is the only charging mode for this type of vehicle.
2) AC mode 2: shall be tested due to the presence of a ICCB.
3) AC mode 3: tested preferably in three phases if available and if the current consumption in three phase is upper than the current consumption in single phase.
4) DC Mode 4: if available.

	Annex 6
	All the modes shall be tested as follow:
1) AC mode 1: if available and generally is the only charging mode for this type of vehicle.
2) AC mode 2: shall be tested due to the presence of a ICCB.
3) AC mode 3: tested preferably in three phases if available. 
4) DC mode 4: if available.

	Annex 11 &12
	All the modes shall be tested as follow:
1) AC mode 1: if available, tested for current of consumption upper and under 16A if available.
2) AC mode 2: tested for current of consumption upper and under 16A if available.
3) AC mode 3: tested for current of consumption upper and under 16A if available and preferably in three phases if available.
4) DC mode 4: not applicable.

	Annex 13
	All the modes shall be tested as follow: 
1) AC Mode 1: if available and generally is the only charging mode for this vehicle.
2) AC mode 2: shall be tested due to the presence of a ICCB.
3) AC mode 3: tested preferably in three phases if available.
4) DC mode 4:  it is generally excluded (§7.20.4).

Note : all lines shall be measured (L1, L2, L3, N)

	Annex 14
	No feedback

	Annex 15
	All the modes shall be tested as follow: 
1) AC mode 1: if available and generally is the only charging mode for this vehicle
2) AC mode 2: shall be tested due to the presence of a ICCB
3) AC mode 3: tested preferably in three phases if available 
4) DC mode 4:  it is generally excluded (§7.20.4).

Note : All lines L1, L2, L3, N shall be tested simultaneously

	Annex 16
	All the modes shall be tested as follow: 
1) AC mode 1: if available and generally is the only charging mode for this type of vehicle.
2) AC mode 2: shall be tested due to the presence of a ICCB.
3) AC mode 3: tested preferably in three phases if available. 
4)  DC mode 4:  it is generally excluded (§7.20.4).

Note : all coupling line to line and line to earth shall be tested



Be careful to cover the voltage/frequency couple of the electrical network for each country concerned by the Regulation
