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OICA comment on ECE R10 JRC normal condition of use.

OICA OEMs are concerned by the following facts: 
· The test results of the homologation test shall be reproducible,
· The test conditions shall not depend on the test laboratory capability / technical services where the homologation is realized,
· The number of tests to be performed shall not change from one Technical Service to the other,
· The definition of the test condition shall not lead to the need for disclosing intellectual property.
OICA experts propose the following alternative wording
§ 6.1.2.
Before testing, the Technical Service has to prepare a test plan in conjunction with the manufacturer, which contains at least mode of operation, stimulated function(s), monitored function(s), pass/fail criterion(criteria) and intended emissions.
Depending on the intended operating conditions of the propulsion, the test plan shall define the minimum number of steady state operating conditions of the vehicle, selectable by the driver or by the control system. This(ese) test condition(s) may include for example multiple engine operation strategies.
The type-approval documentation in Annex II a and b, shall include at least:
· the number and types of propulsion and auxiliary engines
· the modes of operations (selectable by the driver or the system) which were selected during the type approval test.
§ 7.1.2.
Before testing, the Technical Service has to prepare a test plan in conjunction with the manufacturer, which contains at least mode of operation, stimulated function(s), monitored function(s), pass/fail criterion(criteria) and intended emissions.
Depending on the available charging modes of the REESS, the test plan shall define the minimum number of test conditions of the vehicle, selectable by the driver or by the control system. (Refer to flow charts in annexes where REESS charge mode is applicable)
The type-approval documentation in Annex II a and b, shall include at least: 
· each charging mode
· charging current values (selectable by the driver or the system) which were selected during the type- approval test.



In addition, the following clarification is proposed for Annex 4 
2.1.1. Engine
The engine shall be in operation according to CISPR 12. 
[bookmark: _Ref490152012]For vehicle with an electric propulsion motor or hybrid propulsion system, if this is not appropriate (e.g. in case of busses, trucks, two- and three wheel vehicles), transmission shafts, belts or chains may be disconnected to achieve the same operation condition for the propulsion.
If operating mode defined in CISPR 12 (i.e.40 km/h) does not activate all traction motors or auxiliary battery charging engines, an alternative, steady state operating mode shall be agreed between  the Technical Service and Vehicle manufacturer.
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