
No. Lamps Presence Number 
6.1 Main beam headlamp Optional for T, prohibited for R and S 2 or 4 
6.2 Dipped beam headlamp Mandatory for T, prohibited for R and 

S 
2 or 4 

6.3 Front fog lamp Optional for T, prohibited for R and S 2 
6.4 Reversing lamp Optional 1 or2 
6.5 Direction-indicator lamp Mandatory 2 or 4 to 

each side 
6.6 Hazard warning signal Mandatory 2 or 4 to 

each side 
6.7 Stop lamp Mandatory 2, 3 or 4 
6.8 Front position lamp Mandatory for T, mandatory for R 

and S above 1,600 mm width, 
optional for other R and S 

2 or 4 

6.9 Rear position lamp Mandatory 2 or more 
6.10 Rear fog lamp Optional 1 or 2 
6.11 Parking lamp Optional 1 or 2 on 

each side 
6.12 End-outline marker lamp Optional for T, R, S above 1,800 mm 

width, prohibited for all others 
2 on each 
side 

6.13 Work lamp Optional Not 
specified 

6.14 Rear retro-reflectors, non triangular Mandatory for T, prohibited for R and 
S 

2 or 4 

6.15 Side retro-reflectors, non triangular Mandatory for T above 6,000 mm 
width and all R and S, optional for T 
up to 6,000 mm width 

2 or more 
according to 
installation 
provisions 

6.16 Rear registration plate illuminating device Mandatory Min. 1 
6.17 Front retro-reflectors, non triangular Optional for T, mandatory for R and 

S 
2 or 4 

6.18 Side-marker lamps Optional according to 
installation 
provisions 

6.19 Daytime running lamp Optional for T, prohibited for R and S 2 or more 
according to 
installation 
provisions 

6.20 Cornering lamp Optional for T, prohibited for R and S 2 
6.21 Conspicuity markings Optional according to 

installation 
provisions 

6.22 SMV rear marking plate Optional for T, R, S up to 40 km/h, 
prohibited for all others 

according to 
installation 
provisions 

6.23 Exterior courtesy lamp Optional for T, prohibited for R and S Not 
specified 

6.24 Manoeuvring lamps Optional for T, prohibited for R and S according to 
installation 
provisions 

6.25 Rear retro-reflectors, triangular Mandatory for R and S, prohibited 
for T 

2 or 4 

6.26 Signalling panel and signalling foils Mandatory for S above 2,550 mm 
width, optional for all other S 

2 or 4 

 


