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SGR0 – Pre-test Task Force – Issue Report


Type Approval Authority:	Kraftfahrt-Bundesamt

Subject: 	International Whole Vehicle Type Approval
 

Draft Regulation 0 (version):	SGR0-19-03.doc

1.
Reference to Legislation: 

· Paragraph Number(s): Annex 5: Information document for the purpose of IWVTA
· 6.6.1.	Tyre/wheel combination(s)




Issue Detected:

Der Rollwiderstand des Reifens ist für die IWVTA keine relevante Angabe

The rolling resistance of the tire is for IWVTA no relevant indication




Discussion
Der Rollwiderstand findet Anwendung bei der Ermittlung der Co2-Emmission. Da die Regelungen R83 und R101 nicht Bestandteil der Liste der Einzelregelungen nach Anhang 4 sind, kann auf die Angabe des Rollwiderstands verzichtet werden.

The rolling resistance is used in the calculation of CO2 emissions. Since the rules R83 and R101 is not part of the list of individual Regulations of the Annex 4, may dispense with stating the rolling resistance.



Suggested Solution(s)

6.6.1.	Tyre/wheel combination(s)
	(a)	For tyres indicate size designation, load-capacity index, speed category symbol, rolling resistance in accordance with ISO 28580 (where applicable) (g)

