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Vehicle Selection

Paragraph
/Title

Current Text Proposal Justifications
/Comments

Annex 3

1.1.
Vehicle 
selection 
1.1.1.
Vehicle 
selection 
during 
certification

Option 1

[The vehicle selected to determine the 
UBEcertified shall be a vehicle  that 
results in the highest UBE within the 
Part B family .]

[The responsible authority may 
conclude that the vehicle configuration 
that results in the highest UBE within 
the Part B family can best be 
characterised by testing additional 
vehicles. This could be the case if a 
vehicle within the family incorporates 
other features which may be 
considered to affect the determination 
of the highest UBE. In such a case, 
the manufacturer shall submit the 
appropriate information to determine 
the vehicles within the Part B family 
likely to result in the highest UBE. ] 

[The vehicle selected to determine the 
UBEcertified shall be a vehicle  that 
results in the highest UBE within the 
Part B family .]

At the request of the manufacturer 
with the approval of the responsible 
authority, another vehicle 
configuration can be selected to 
determine UBEcertified if the 
manufacture provides the appropriate 
technical justification showing that the 
difference between measured UBE and 
the expected highest UBE within the 
Part B family is negligible.

Japan supports Option 1 
with slight modification 
to improve the practical 
testing efficiency 
considering other 
requirement (range & 
electric consumption 
test) without scarifying 
the fundamental 
requirement of this 
section.
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Vehicle Selection

Paragraph
/Title

Current Text Proposal Justifications
/Comments

Annex 3

1.1.
Vehicle 
selection 
1.1.1.
Vehicle 
selection 
during 
certification

Option 2 new 
proposal EVE 
91

[ ‘Parent vehicle’ means a vehicle selected 
from a Part B family in such a way that its 
battery durability characteristics will be 
representative for all Part B family members of 
a Part A family.]
[Once the Part B families with a Part A family 
have been agreed by the responsible authority, 
the parent vehicle shall be selected using the 
primary criterion of the highest UBE among all 
the Part B families within a Part A family.]
[The responsible authority may conclude that 
the vehicle configuration that results in the 
highest UBE within the Part A family can best 
be characterised by testing additional vehicles. 
This could be the case if a vehicle within the 
family incorporates other features which may 
be considered to affect the determination of 
the highest UBE. In such a case, the 
manufacturer shall submit the appropriate 
information to determine the vehicles within 
the Part B family likely to result in the highest 
UBE.]
[The responsible authority may decide to 
verify more Part B families within the same 
Part A family.]

----- Japan is not able to 
accept Option 2 since 
this option has a 
potential concerns to 
collapse this regulation.
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Our major concern is
UBE-certified is one of key elements of this GTR, 
however Option 2 is quite ambiguous for its determination.
 Technically make no sense to select “parent vehicle” 

from same Part A family since Part A and Part B have 
completely different subject.

 No specific procedure is defined to drive the UBE-certified 
for non-tested Part B family.
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State-of Certified Energy (SOCE) monitor

Paragraph
/Title

Current Text Proposal Justifications
/Comments

5.1.
State-of 
Certified 
Energy (SOCE) 
monitor

The manufacturer shall make 
available the most recently 
determined values of the on-
board SOCE via the OBD port and 
optionally over-the-air (OTA).

The manufacturer shall make 
available the parameters defined 
in Annex 2 via the OBD port and 
optionally over-the-air (OTA).

Japan consider to gather 
not only SOCE but also 
other parameters via the 
OBD.
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Information gathering

Paragraph
/Title

Current Text Proposal Justifications
/Comments

6.2. 
Information 
gathering

The following information shall be made 
available to the authorities by the 
manufacturer in a format to be agreed 
between the authorities and the 
manufacturer: annual report on relevant 
warranty claims; and annual statistics on 
repairs for both batteries and other 
systems that might influence the electric 
energy consumption of the vehicle. 
For Part B, such information shall be 
made available once a year for each 
battery durability family for the duration 
of the period defined in Annex 4 after the 
last vehicle of this family is sold.

The following information shall be made 
available to the authorities by the 
manufacturer in a format to be agreed 
between the authorities and the 
manufacturer: annual report on relevant 
warranty claims; and annual statistics on 
repairs for both batteries and other 
systems that might influence the electric 
energy consumption of the vehicle. 
For Part B, such information shall be 
made available once a year for each 
battery durability family for the duration 
of the period defined in Annex 4 after the 
last vehicle of this family is sold.
At the option of the Contracting 
Party(responsible authority), the 
submission timing of the above 
information for the applicable battery 
durability family is based on the request 
from Contracting Party(responsible 
authority).

Based on the intensive 
discussion regarding the 
UNR transposition in 
Japan, Japan is in the 
position to require these 
information when 
necessary, not every 
year.

(Same with GTR22)
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Values to be read from vehicles 
Paragraph

/Title
Current Text Proposal Justifications

/Comments
Annex 2

Values to be 
read from 
vehicles

The manufacturer shall make available the 
following values to be read visually or via 
the on-board network.

Mandatory values:
1., 2. (omitted)
3. Date of manufacture of the vehicle  [(At 
the option of the manufacturer: the date of 
installation of the originally installed battery, 
as defined in paragraph 3.2. of this 
regulation, which is the process step during 
the manufacture of the vehicle, at which 
point the vehicle can drive, powered 
exclusively by electric power and energy 
from the mentioned battery .)]
4., 5., 6. (omitted)

Values required if manufacturer applies 
virtual distance option:
7., 8., 9., [10.,] (omitted)

The manufacturer shall make available the 
following values to be read visually or via 
the on-board network.

Mandatory values:
1., 2. (omitted)
3. Date of manufacture of the vehicle 
4., 5., 6. (omitted)

Values required if manufacturer applies 
virtual distance option:
7., 8., 9., [10.,] (omitted)

Values that may be required by regional 
regulations:
xx. Date of manufacture of the vehicle  [(At 

the option of the manufacturer: the 
date of installation of the originally 
installed battery, as defined in 
paragraph 3.2. of this regulation, which 
is the process step during the 
manufacture of the vehicle, at which 
point the vehicle can drive, powered 
exclusively by electric power and 
energy from the mentioned battery .)]

xx.  Part B family identifier

“Date of manufacturer” 
is moved to regional 
requirement category

“Part B family identifier” 
is added to regional 
requirement category

(Same with GTR22)
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Note to the UNECE Secretariat:

The author and the speaker of this presentation confirm that they have 
authorization to use all content including photos and visual elements. 

The material is either copyright-free or the author/speaker hold the necessary 
copyright or permission.

The UNECE will remove any material from its events and supporting websites if 
there is unlawful use of copyrighted material. 

The author/speaker takes responsibility for any infringement on copyright and holds 
the UNECE harmless to this effect.
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