


Insert new paragraph 6.6.4 (thiswas moved out of the dynamic testing section)

6.6.4  Vehicle Fit Assessment test	Comment by Costandinos Visvikis: Do we also need to reference this test in para. 6.3.2.2.1.?

6.6.4.1. Enhanced Child Restraint Systems of the specific vehicle categories, with external dimensions according to paragraph 6.3.2.2.1 (d)  shall be assessed for fit with each vehicle model for which the Enhanced Child Restraint System is intended. The Technical Service responsible for conducting the test may reduce the number of vehicle configurations tested if they do not differ greatly in the aspects listed in paragraph 6.6.4.1.2.3. of this Regulation. This Enhanced Child Restraint System shall be dynamically tested in one of the following ways

6.6.5.	Dynamic test
6.6.5.1.	General: The dynamic test shall be performed on Enhanced Child Restraint Systems which have not previously been under load and the Enhanced Child Restraint System shall be subjected to dynamic tests, in accordance with Table 4, in conformity with paragraph 7.1.3. below:
Table 4
Application of different criteria depending on test set up
	Frontal impact
	Rear impact
	Lateral impact

	Test on trolley+
standard seat
	Test in car body
	Test on trolley+
standard seat
	Test in car body
	Test on trolley+
standard seat

	Forward facing
	Rearward and lateral facing
	Forward facing
	Rearward and lateral facing
	Rearward and lateral facing
	Rearward and lateral facing
	Forward facing
	Rearward and lateral facing

	  Note 1:  Standard seat means a test seat or test bench as defined in Annex 6.
  Note 2:  For lateral facing Enhanced Child Restraint Systems in lateral impact, if two positions are possible, then the dummy’s head shall be situated near the side door.


6.6.5.1.1.	i-Size category Enhanced Child Restraint Systems shall be tested on the test bench prescribed in Annex 6, and in conformity with paragraph 7.1.3.1. below.
6.6.5.1.2.	Enhanced Child Restraint Systems according to paragraph 2.7. and in conformity with paragraph 6.3.2.2.1 (d) of this Regulation, and which fit in at least an envelope defined in Regulation No. 16, Annex 17, Appendix 2, shall be tested on the test bench prescribed in Annex 6 and in conformity with paragraph 7.1.3.1. of this Regulation or in a vehicle body shell in conformity with paragraph 7.1.3.2. of this Regulation.	Comment by Costandinos Visvikis: We need to take care with these references, depending on which series of amendments we are amending. This is correct for the 01 series, but for the 02 series it changes to 6.3.2.2.1. (c) (ii), and we also need to add a reference to 6.3.3.2.2. (b) (ii), to cover booster seats…
6.6.5.1.3.	For Enhanced Child Restraint Systems according to paragraph 2.7. of this Regulation that use different anchorages in the vehicle ( for example ECRS use no anti-rotation device or use additional anchorages) or are in conformity with paragraph 6.3.2.2.1 (c), shall be tested on the test trolley in a vehicle body shell in conformity with paragraph 7.1.3.2., or in a complete vehicle in conformity with paragraph 7.1.3.3. of this Regulation.	Comment by Costandinos Visvikis: Ditto above comment; 02 series is 6.3.2.2.1. (c) (i) and 6.3.3.2.2. (b) (i)..
6.6.5.1.3.1.	Using sSufficient parts of the vehicle body shell shall be used to be representative of the vehicle structure and impact surfaces. If the Enhanced Child Restraint System is intended for use in the rear seat, these shall include the back of the front seat, the rear seat, the floor pan, the B and C pillars and the roof. If the Enhanced Child Restraint System is intended for use in the front seat, the parts shall include the dashboard, the A pillars, the windscreen, any levers or knobs installed in the floor or on a console, the front seat, the floor pan and the roof. The Technical Service responsible for conducting the test may permit items to be excluded if they are found to be superfluous. Testing shall be as prescribed in paragraph 7.1.3.2. of this Regulation, except for lateral impact.
6.6.5.1.4.	The dynamic test shall be performed on Child Restraint Systems which have not previously been under load. 	Comment by Costandinos Visvikis: This is already mentioned under general
6.6.5.1.5.	If an "Specific vehicle ISOFIX" Enhanced Child Restraint System is installed in the area behind the rearmost forward -facing adult seat positions (for example, the luggage area), one test with the largest dummy/dummies, as allowed by the Enhanced Child Restraint System, on a complete vehicle as prescribed in paragraph 7.1.3.3. of this Regulation shall be performed. The other tests, including the conformity of production, may be done as prescribed in paragraph 7.1.3.2. of this Regulation, at the request of the manufacturer.
6.6.5.1.6.	In the case of a "Special Needs Restraint" every dynamic test specified by this Regulation for the range of size specified by the manufacturer shall be performed twice: first, using the primary means of restraint and second, with all restraining devices in use. In these tests, special attention shall be given to the requirements in paragraphs 6.2.1.5. and 6.2.1.6. of this Regulation.
6.6.5.1.7.	In the case of an Enhanced Child Restraint System making use of an anti-rotation device and / or a shoulder strap positioner, the dynamic test shall be carried out as follows:
6.6.5.1.7.1.	With the anti-rotation device and with the shoulder strap positioner in use, and
6.6.5.1.7.2.	Without the anti-rotation device and without the shoulder strap positioner in use, unless a mechanism is provided to prevent incorrect use of the anti-rotation device and / or the shoulder strap positioner.
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