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Proposal for Amendment to LSD, RID, RRD
GRE/2018/02, 03, 04
The text reproduced below was prepared by the expert from the International Motorcycle Manufacturers Association (IMMA) with the aim to resolve the inconsistent use of the wording “motorcycle” or “category L vehicle” in the regulations LSD, RID, RRD.
Proposal for amendments to LSD (GRE/2018/02)
Table 3, amend to read:

motorcycles “category L vehicle”
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The light emitted by cach of the two lamps supplied shall meet the

requirements in Table 3.

Table 3: Luminous intensities for front position and front end-outline marker

lamps
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Clarification on RID (GRE/2018/03)

No changed proposed. 

Justification: the word "motorcycle" appears in two places; see below. In this context, the word shall be kept unchanged, since the original R113 text uses the same wording. 
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Lefbaak (when the motoregele i otated o the lef sbo it longitudisal
i) the huninous intensity values shall not exceed 900cd in the zone
extending from HE t0 15 deg above HH and from VY to 10 deg left

Right bank (when the motoreyele is rofated fo the right about its
longitudinal axis) the Inminous intesity values shall not exceed 900cd in
e zone extending from HH to 15 deg above HH and from VV o 10 deg
risht,




Clarification on RRD (GRE/2018/04)

No changed proposed. 

Justification: the word "motorcycle" does not appear.
___________________
