
	Term
	Proposed definition

	
	

	Coasting down
	[bookmark: _GoBack]means the act of decelerating a vehicle [from a higher to a lower speed] free of interaction with any propulsion unit.

	Coastdown method
	means a procedure consisting of vehicle warm-up, coasting the vehicle down, collecting, processing and correcting test date to determine the final road load coefficients f0, f1 and f2.   

	Coastdown run
	means coasting a vehicle down from the highest reference speed of 130 km/h to the lowest reference speed of 20 km/h in one of two opposite directions and obtaining a single set of data. 

	Coastdown run pair
	means two [corresponding] coastdown runs performed in opposite directions. 

	Split run method
	means coasting down where a coastdown run from 130 km/h to 20 km/h in one single data set is not possible and where the run is split into two or more split runs.

	Split run
	means a speed segment from a higher speed to a lower speed (e.g. 130 km/h to 80 km/h) in one of two directions.

	Split run pair
	means two split runs performed in opposite directions.

	Split point
	means the speed at which a split run either starts or ends.



Additional information: 
GTR 15 also uses the term coastdown test and coastdown procedure. The use of all coastdown-related terms in GTR 15 will have to be cross-checked.
In paragraphs 4.3.1.3.4. and 4.3.2.4.3. of Annex 4 already define what a split run is. These will have to be reviwed and possibly modified to correspond to any definitions we decide upon. 
