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TITLE:	GTB WGSL Draft proposal for Stage II to Regulation No. [LSD] – Part 2


PROBLEM STATEMENT:
This document follows the proposals to improve Regulation No. [LSD] during Stage II of the Simplification process. While processing the different issues identified by GTB WGSL this document will be updated regularly or within a new document following the results of the discussion and the proposed solution for the different issues.


	I.	Proposal
		Proposal for amendments to UN Regulation No. [LSD]
[bookmark: _Hlk535830396]1.) Paragraph 3.3.4.5., amend to read:
"3.3.4.5.	In the case of lamps with light source module(s), on the light source module(s) bear marking of:
(a) The trade name or mark of the applicant; 
(b) … "
2.) Paragraph 3.3.5.4., amend to read:
3.3.5.4.	For lLamps reciprocally incorporated with other lamps, of which the lens may also be used for other types of devices, the provisions laid down in paragraph 3.3.5. are applicable.
3.) Paragraph 4.3.2. to 4.3.2.1., amend to read:
4.3.2.	In the case of light source modules, it shall be checked that: 
4.3.2.1.	The design of the light source module(s) shall be such as: 
(a)	That each light source module can only be fitted in no other position than the designated and correct position one [and can only be removed with the use of tool(s)]; and
(b)	If there are more than one light source module used in the housing for a lamp, light source modules having different characteristics cannot be interchanged within the same lamp housing; and
(c) 	the light source module(s) shall be tamperproof; and
(d)	light source module(s) shall be so designed that they are not mechanically interchangeable with any replaceable approved light source.
Paragraph 4.3.2.2. to 4.3.2.3., delete:
4.3.2.2.	The light source module(s) shall be tamperproof.
4.3.2.3.	A light source module shall be so designed that regardless of the use of tool(s), it shall not be mechanically interchangeable with any replaceable approved light source.
Paragraph 4.3.2.4., renumber to Paragraph 4.3.3. (no change in text):
4.) Paragraph 4.5.1., amend to read:
4.5.1.	Lamps having been approved as front or rear position lamps, are deemed being also approved end-outline marker lamps [and may also be used as end-outline marker lamps]. 
Paragraph 4.5.2., delete:
4.5.2.	Front and rear position lamps which are grouped or combined or reciprocally incorporated may also be used as end-outline marker lamps.


	II.	Justification
1.) Par. 3.3.4.5., a comma was added for clarification.
2.) Par. 3.3.5.4. was clarified for better understanding.
3.) Par. 4.3.2. clarifies the requirements to light source modules and their interchangeability with approved light sources. 
The provision “and can only be removed with the use of tool(s)” is not necessary anymore as light source modules might be replaceable or not replaceable.
4.) Par. 4.5.1. and 4.5.2. are combined in one paragraph for clarification.
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