NEW!!! Annex 8 - Appendix 8
Calculations of additional values required for checking the Conformity of Production of electric energy consumption of PEVs and OVC-HEVs
For the conformity of production, specific values are required to be provided and of which the calculation is described in this Appendix.
1.	Calculation of electric energy consumption values of PEVs for conformity of production 
1.1. 	The following value shall be declared and used for verifying the conformity of production with respect to the electric energy consumption of PEVs:

where:
i	is representing – in the case the interpolation method is applied – the index L for vehicle L and the index H for vehicle H. In the case the interpolation method is not applied, index i is representing the vehicle tested and paragraph 1.2. of this Appendix shall be omitted.
		is the electric energy consumption of vehicle i based on the REESS depletion of the first applicable WLTC test cycle provided for the verification during the conformity of production test procedure;
		is the electric energy consumption of vehicle i based on the REESS depletion of the first applicable WLTC test cycle according to paragraph 4.3. of Annex 8, in Wh/km;
	is the adjustment factor of vehicle i which compensates the difference between the charge-depleting electric energy consumption value declared after having performed the Type 1 test procedure during type approval and the measured test result determined during the conformity of production procedure
and

where
	is the declared electric energy consumption of vehicle i for PEVs according to paragraph 1.2.3. of Annex 6 .
	is the measured electric energy consumption of vehicle i according to paragraph 4.3.4.2. of Annex 8.

In the case, the interpolation method is applied, the values declared and used for verifying the conformity of production with respect to the electric energy consumption of vehicle H and vehicle L shall be the input values for the interpolation of the individual electric energy consumption values according to paragraph 1.2. of this Appendix.





1.2.	Interpolating Interpolation of the individual electric energy consumption value of PEVs 

This paragraph shall only be applied in the case the interpolation method is applied. The interpolated electric energy consumption value shall be declared and used for verifying the conformity of production with respect to the electric energy consumption of the individual vehicle:	Comment by ACEA TF EV: More precise definition of the purpose and the application of this paragraph



where:

		is the electric energy consumption of an individual vehicle for the conformity of production, Wh/km;
		is the electric energy consumption of vehicle L for the conformity of production determined according to paragraph 1.1. of this Appendix, Wh/km;
		is the electric energy consumption of vehicle H for the conformity of production determined according to paragraph 1.1. of this Appendix, Wh/km;
	is the interpolation coefficient for the considered individual vehicle for the applicable WLTP test cycle, according to paragraph 4.5.3. of Annex 8.


2.	Calculation of electric energy consumption values of OVC-HEVs for conformity of production values for OVC-HEVs
2.1.	Charge-depleting fuel consumption	Comment by ACEA TF EV: No required
[will be added]	Comment by JPN2: UNDER CONSIDERATION within MLIT

This paragraph shall only be applied if there is no engine start in the first cycle of the charge-depleting Type 1 test during Type Approval. In the case there is an engine start, this paragraph shall be omitted.	Comment by Matthias Nägeli (15.10.): Required as only necessary when there is no engine start	Comment by SG EV Meeting 16.10.: Agreed in SG EV meeting to put this sentence in.
[bookmark: _GoBack]
2.1.	The following value shall be declared and used for verifying the conformity of production with respect to electric energy consumption value of OVC-HEVs:

where:
i	is representing – in the case the interpolation method is applied – the index L for vehicle L and the index H for vehicle H. In the case the interpolation method is not applied, index i is representing the vehicle tested and paragraph 2.2. of this Appendix shall be omitted.
	is the charge-depleting electric energy consumption based on the REESS depletion of the first applicable WLTC test cycle of the charge-depleting Type 1 test provided for the verification during the conformity of production test procedure;
		is the charge-depleting electric energy consumption of vehicle i based on the REESS depletion of the first applicable WLTC test cycle of the charge-depleting Type 1 test according to paragraph 4.3. of Annex 8, Wh/km;
	is the adjustment factor of vehicle i for the charge-depleting electric energy consumption which compensates the difference between the value declared after having performed the Type 1 test procedure during type approval and the measured test result determined during the conformity of production procedure
and

where
	is the declared charge-depleting electric energy consumption of vehicle i of the charge-depleting Type 1 test according to paragraph 1.2.3. of Annex 6.
	is the measured charge-depleting electric energy consumption of vehicle i of the charge-depleting Type 1 test according to paragraph 4.3.1. of Annex 8.

In the case, the interpolation method is applied, the values declared and used for verifying the conformity of production with respect to the electric energy consumption of vehicle H and vehicle L shall be the input values for the interpolation of the individual electric energy consumption values according to paragraph 2.2. of this Appendix. 



2.2. 	Interpolation of the individual charge-depleting electric energy consumption value 
This paragraph shall only be applied in the case the interpolation method is applied. The interpolated electric energy consumption value shall be declared and used for verifying the conformity of production with respect to the electric energy consumption value of the individual vehicle:
 

where:
		is the charge-depleting electric energy consumption of an individual vehicle for the conformity of production, Wh/km;
		is the charge-depleting electric energy consumption of vehicle L for the conformity of production determined according to paragraph 2.1. of this Appendix, Wh/km;
		is the charge-depleting electric energy consumption of vehicle H for the conformity of production determined according to paragraph 2.1. of this Appendix, Wh/km;
	is the interpolation coefficient for the considered individual vehicle for the applicable WLTP test cycle, according to paragraph 4.5.3. of Annex 8.
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