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Proposal from OICA to introduce in UN R48 09 series
passing beam headlamps, driving-beam headlamps and AFS
from 01 series of amendments to UN Regulation No. 149

This proposal is based on the latest amendments to UN R48 series adopted at the 187th WP.29 session in June 2022 (Supplement 1 to the 08 series). Refer to formal document ECE/TRANS/WP.29/2022/91.


I - Proposal

Paragraph 2.7.4. amend to read:
“2.7.4.	"Adaptive front lighting system" (or "AFS") means a lighting device type-approved according to Regulation No. 123, providing beams with differing characteristics for automatic adaptation to varying conditions of use of the dippedpassing-beam (passing-beam) and, if it applies, the maindriving-beam (driving-beam).”	Comment by Davide Puglisi: Except in the R48 definitions for driving and passing beams (paras. 2.5.1. and 2.5.2.) where the full name shall be maintained (i.e. “driving-beam (main beam)” and “passing-beam (dipped beam)” respectively), everywhere else in the text it shall read “passing-beam” and “driving-beam” only.

Paragraph 3.2.6.2. amend to read:
“3.2.6.2.	The related AFS control signals and their technical characteristics as defined according to Annex 10 to UN Regulation No. 123 or Annex 14 to UN Regulation No. 149.”

Paragraph 6.1. amend to read:
“6.1.	Main‑beam headlamp (UN Regulations Nos. 98 and 112 or 149)”	Comment by Davide Puglisi: Replace with “Driving-beam” everyehere

Paragraph 6.1.2. amend to read:
“6.1.2.	Number
Two or four, type approved according to 
- UN Regulation No. 98,
or
- Class B of UN Regulation No. 112,
or
- Classes B or D of the 00 series of amendments to UN Regulation No. 149,
or
- Class B of the 01 and or subsequent series of amendments to UN Regulation No. 149.
Optionally, one additional pair type approved according to:
- UN Regulation No. 98,
or 
- Classes A or B of UN Regulation No. 112,
or
- Classes A or B or RA of UN Regulation No. 149.”

Paragraph 6.2. amend to read:
“6.2.	Dipped‑beam headlamp (Regulations Nos. 98 and 112 or 149)”	Comment by Davide Puglisi: Replace with “Passing-beam” everyehere

Paragraph 6.2.2. amend to read:
“6.2.2.	Number
Two, type approved according to:
- UN Regulations Nos. 98 or 112, excluding Class A,
or 
- Classes B or D of the 00 series of amendments to UN Regulation No. 149,
or 
- Class C of the 01 and or subsequent series of amendments to UN Regulation No. 149.”

Paragraph 6.2.7.3. amend to read:
“6.2.7.3.	In the case of dipped-beam headlamps equipped with gas-discharge light sourcesaccording to UN Regulation Nos. 98 or 149, these light sourcesgas-discharge light sources shall remain switched ON during the main-beam operation.”

Paragraph 6.2.9. amend to read:
“6.2.9.	Other requirements 
		…
		Only dipped-beam headlamps according to UN Regulation Nos. 98, 112 or 149 may be used to produce bend lighting.	Comment by Davide Puglisi: To consider if this paragraph is still needed or if we should make reference to the 01 series of Reg. 149
	… “”

Paragraph 6.3.2. amend to read:	Comment by Davide Puglisi: Added during SLR56
“6.3.2.	Number
Two; complying with the requirements of the 03 andor subsequent series of amendments to UN Regulation No. 19 or the requirements of UN Regulation No. 149. ”

Paragraph 6.20. amend to read:	Comment by Davide Puglisi: SLR-56: this correction will be made by GTB.
The other series of amendments (06, 07 and 08) will also be checked and corrected as necessary
“6.20.	Cornering lamp (UN Regulation No. 119 or 148149)”

[Paragraph 6.21. amend to read:	Comment by Davide Puglisi: Added during SLR-56. To be checked by HWT-R150
“6.21.	Conspicuity markings (UN Regulation No. 104 or 150) ”

Paragraph 6.21.1.2.5. amend to read:
“6.21.1.2.5.	In cases where the manufacturer, after verification by the Technical Service, can prove to the satisfaction of the Type Approval Authority that it is impossible, due to the operational requirements which may require special shape, structure or design of the vehicle, to comply with the requirements contained in paragraphs 6.21.2. to 6.21.7.5. below, then partial fulfilment of some of these requirements is acceptable. This is conditional upon a portion of the requirements being met where possible, and the application of conspicuity markings that partially meet requirements maximised on the vehicle structure. This may include fitting of additional brackets or plates containing material compliant with the 01 or subsequent series of amendments to UN Regulation No. 104 or 150 where structure is available to ensure clear and uniform signalling compatible with the objective of conspicuity.
Where partial fulfilment is deemed acceptable, retro-reflective devices like retro-reflectors of classClass IVA of UN Regulation No. 3 or 150 or brackets containing retro-reflecting material compliant with photometric requirements of Class C of the 01 or subsequent series of amendments to UN Regulation No. 104 or 150 may substitute part of the required conspicuity markings. In this case, at least one of these retro-reflective devices shall be installed per 1,500 mm.
The necessary information shall be indicated in the communication form. ”

Paragraph 6.21.4.2.1.1. amend to read:
“6.21.4.2.1.1. For motor vehicles, each end of the vehicle, or in the case of tractors for semi-trailers each end of the cab; 
However, an alternative marking mode within 2,400 mm from the front end of the motor vehicle is allowed where a series of retro-reflectors of Class IVA of UN Regulation No. 3 or 150 or Class C of the 01 or subsequent series of amendments to UN Regulation No. 104 or 150 are mounted followed by the required conspicuity marking as follows:
…”

Paragraph 6.21.7.4. amend to read:
“6.21.7.4.	Where rear marking plates conforming either to the 01 or subsequent series of amendments to UN Regulation No. 70 or to UN Regulation No. 150 are installed these may be considered, at the discretion of the manufacturer, as part of the conspicuity marking to the rear, for the purposes of calculating the length of the conspicuity marking and its proximity to the side of the vehicle. ” ]

Paragraph 6.22. amend to read:
“6.22.	Adaptive front lighting system (AFS) (UN Regulation No. 123 or 149)
Where not otherwise specified below, the requirements for main-beam headlamps (paragraph 6.1.) and for dipped-beam headlamps (paragraph 6.2.) of this Regulation apply to the relevant part of the AFS.”

Paragraph 6.22.2 amend to read:	Comment by Davide Puglisi: New amendment, added during SLR-55
“6.22.2	Number
	One, type approved according to the 01 or subsequent series of amendments to UN Regulation No. 149.”

Paragraph 6.22.6.1.2.1., amend to read: 
"6.22.6.1.2.1.	In case the passing-beam is generated by several beams from different lighting units, the provisions according to paragraph 6.22.6.1.2. above apply to each said beam's "cut-off" (if any), which is designed to project into the angular zone, as indicated under item 9.3.2.3. of the communication form conforming to the model in Annex 1 to UN Regulation No. 123 or item 9.3.3.  in Annex 1 to UN Regulation No. 149.”	Comment by Davide Puglisi: Consider a general review to editorial align the whole text with the UN guidelines (like done for R148, 149, 150). For example, this “above” should be deleted.

Paragraph 6.22.6.3., amend to read: 
“6.22.6.3.	Horizontal orientation:
	For each lighting unit the kink of the elbow of the cut-off line, if any, when projected on the screen, shall coincide with the vertical line through the reference axis of said lighting unit. A tolerance of 0.5 degree to that side which is the side of the traffic direction shall be allowed. Other lighting units shall be adjusted according to the applicant's specification, as defined according to Annex 10 of UN Regulation No. 123 or Annex 14 of to UN Regulation No. 149.”	Comment by Davide Puglisi: For editorial consistency, check the correct reading for “Annex to” not “Annex of”

Paragraph 6.22.7.4.3., amend to read: 
“6.22.7.4.3.	…
(b)	In case of a classClass E mode of the passing-beam which, according to the system's approval documents /communication sheet, complies with a "data set" of UN Regulation No. 123, Annex 3, Table 6, or of E1, E2 or E3, as specified in the of UN Regulation No. 149, Table 14 only.
Data set E1: the vehicle's speed exceeds 100 km/h (E1-signal applies);
		Data set E2: the vehicle's speed exceeds 90 km/h (E2-signal applies);
		Data set E3: the vehicle's speed exceeds 80 km/h (E3-signal applies).
Data set E1: the vehicle's speed exceeds 100 km/h (E1-signal applies);	Comment by Davide Puglisi: Check previous series
SLR-56: this realignment will be corrected by GTB
		Data set E2: the vehicle's speed exceeds 90 km/h (E2-signal applies);
		Data set E3: the vehicle's speed exceeds 80 km/h (E3-signal applies).
		…”

Paragraph 6.22.8.2., amend to read: 
“6.22.8.2.	A visual failure tell-tale for AFS is mandatory. It shall be non-flashing. It shall be activated whenever a failure is detected with respect to the AFS control signals or when a failure signal is received in accordance with paragraph 5.9. of UN Regulation No. 123 or paragraph 4.13. of UN Regulation No. 149. It shall remain activated while the failure is present. It may be cancelled temporarily, but shall be repeated whenever the device which starts and stops the propulsion system is switched ON and OFF.”	Comment by Davide Puglisi: Should we specify the series of amendments?	Comment by Davide Puglisi: SLR56: no need

Paragraph 6.22.8.4., amend to read: 
“6.22.8.4.	A tell-tale to indicate that the driver has set the system into a state according to paragraph 5.8. of UN Regulation No. 123 or paragraph 4.12. of UN Regulation No. 149 is optional.”	Comment by Davide Puglisi: Should we specify the series of amendments?	Comment by Davide Puglisi: SLR56: no need
Paragraph 6.22.9.1., amend to read: 
“6.22.9.1.	An AFS shall be permitted only in conjunction with the installation of headlamp cleaning device(s) according to UN Regulation No. 4517 for at least those lighting units, which are indicated under item 9.2.3. of the communication form conforming to the model in Annex 1 to UN Regulation No. 123 or under item 9.2.2.3. 9.3.3. of the communication form conforming to the model in Annex 1 to UN Regulation No. 149, if the total objective luminous flux of the light sources of these units exceeds 2,000 lm per side, and which contribute to the Classclass C (basic) passing-beam.”

Paragraph 6.22.9.5., amend to read: 
“6.22.9.5.	The means according to the provisions of paragraph 5.8. of UN Regulation No 123 or paragraph 4.12 of UN Regulation No. 149, which allow the vehicle to be used temporarily in a territory with the opposite direction of driving than that for which approval is sought, shall be explained in detail in the owner’s manual.”

Paragraph 12.8., insert a new paragraph to read: 
“12.8.	Transitional provisions applicable to 09 series of amendments.
12.8.x. 	As from 1 September [20xx], Contracting Parties applying this Regulation shall not be obliged to accept type approvals, and extensions thereof, issued to the preceding series of amendments to this Regulation.”

II - Justification	Comment by Davide Puglisi: SLR-56: HWT-R48 will draft a justification
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